
Two-shell wood loading grabs

Series TG, TGR and FTG
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Excavator weight class (t): 22-35
Load bearing capacity (t): Grab: 6 / Slewing gear: 15
Operating pressure (bar): 350 grabbing / 140 slewing

Speed (rpm): 12
Log length (m): 3-8
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TG4.6

Type Capacity 
(m ²)

Weight 
(kg)

Dimensions (mm)

A B C d D/D1 E/E1
TG4.6-800-B 0.8 1605 2908 2265 40 1030 2382/2568 700/840

TG4.6-1000-B 1.0 1718 2990 2294 80 1140 2543/2764 700/840

TG4.6-1250-B 1.25 1795 3110 2315 95 1286 2757/2998 700/840

TG4.6-1500-B 1.5 1857 3230 2374 115 1398 2986/3227 700/840

TG4.6-1750-B 1.75 1920 3338 2394 135 1515 3192/3448 700/840

TG4.6-2000-B 2.0 2025 3445 2450 240 1657 3390/3665 700/840
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- Straps, tooth segments HB 450
- Side parts S 690 QL
- Bottom edge HB 500

Tooth segments or synchronized 
control run arranged protected in 
the arm

Continuously rotatable
hydraulic slewing gear

Motor protection plate to protect the hy-
draulic connections on the slewing gear

Ramming protection

Hydraulic cylinder with end position 
damping

Mechanical opening and 
closing stops to protect the 
hydraulic system

Connecting piece for cardanic 
grab suspension

Handling grab for logs and round timber. Due to the 
shape of the tines, TG wood grabs can easily pick up 
one or more logs of different diameter from the ground, 
a stack or HGV and confidently hold and handle them.
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Grundgeräte 
DWP SW-Adapter Schutzhauben Alternative Drehwerke

Konfigurierter
Greifer

Optional
Ketten

Wechselmesser

Form W (Waggon)
Zangen - außen senkrecht

Form B (Box)
Zangen - innen senkrecht

Zangen voreinander 
Herzform - Kette

Zangen voreinander
HD  - Wechselmesser

Zangen ineinander 
Form B

Zangen voreinander 
Rundform - Kette
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Lubrication points easy to access


